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TOLERANCES:
DEC .00 ± .01
DEC .000 ± .005
FRACT ± 1/16
ANGLE ± 2°

UNLESS OTHERWISE SPECIFIED
REMOVE ALL BURRS
BREAK SHARP EDGES .002 - .020
FILLETS .020 MAX
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NOTES:

1. WEIGHT: 55 LBS MAX 

2. MATERIAL:

A) EXPANDING RING: 304 SERIES STAINLESS

B) PIPE HOOD: 304 SERIES STAINLESS

C) TOP COVER: 304 SERIES STAINLESS

D) HARDWARE: STAINLESS STEEL, 316 SERIES

3. FLOW AREA EXCEEDS OUTLET PIPE CROSS-SECTIONAL AREA.

4. EXPANDING RING: DESIGNED TO FIT 15" ID SMOOTH WALL PIPE.
MINIMUM: 14.25"•
MAXIMUM: 15.5"•

5. TYPICAL INSTALLATION:

5.1  PREPARE THE OUTLET PIPE

CLEAN THE INTERIOR OF THE OUTLET PIPE TO REMOVE DEBRIS, DIRT, AND •

CONTAMINANTS.

INSPECT THE PIPE FOR STRUCTURAL INTEGRITY TO ENSURE PROPER •

SEALING AND CLAMPING.

5.2 INSTALL THE EXPANDING RING

INSERT THE EXPANDING RING INTO THE OUTLET PIPE. ENSURE IT IS •

POSITIONED EVENLY AROUND THE INTERIOR DIAMETER.

TIGHTEN THE JACKSCREW MECHANISM TO EXPAND THE RING UNTIL IT •

FIRMLY CLAMPS AGAINST THE INSIDE DIAMETER OF THE PIPE. AVOID OVER-

TIGHTENING.

VERIFY THAT THE EXPANDING RING IS SECURE AND DOES NOT SHIFT •

UNDER MODERATE FORCE.

5.3 ATTACH THE PIPE HOOD

ALIGN THE 4 SLOTS ON THE PIPE HOOD WITH THE THREADED BOLTS OF THE •

INSTALLED EXPANDING RING.

INSERT THE HEX NUTS WITH THE SLOT-COVER WASHERS ONTO THE BOLTS •

AND TIGHTEN EVENLY.

ACCESS THE BOLTS THROUGH THE OPEN TOP OF THE PIPE HOOD TO •

ENSURE ALL CONNECTIONS ARE SECURE.

5.4 INSTALL THE TOP COVER

ALIGN THE 4 HOLES ON THE TOP COVER WITH THE THREADED STANDOFFS •

WELDED TO THE PIPE HOOD.

INSERT THE BOLTS AND TIGHTEN SECURELY.•

5.5 VERIFY INSTALLATION

INSPECT ALL COMPONENTS TO ENSURE PROPER ALIGNMENT AND SECURE •

ATTACHMENT.

INSPECT FOR ANY MINOR OPENINGS AND SEAL THEM WITH AN APPROVED •

WATERPROOF SEALANT IN ACCORDANCE WITH THE MANUFACTURER’S 

INSTRUCTIONS.

StormHood Available Sizes Notes
Pipe Size Part Number

The StormHood is available for round 
inlets and for limited-access inlets 
through manhole openings. It is also 
offered in aluminum for weight savings 
compared to the stainless steel 
version. Contact Fabco for customized 
product configurations, if needed.

8 SHS8V-1
10 SHS10V-1
12 SHS12V-1
15 SHS15V-1
18 SHS18V-1
24 SHS24V-1

>24 Contact 
Fabco

STAINLESS STEEL

STORMHOOD, 15" PIPE

SHS15V-1-000 C
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